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Tubi per protezione cavi elettrici/Conduits for electrical cable protection

Guaina tipo DMCX / DMCXX
Conduit type DMCX / DMCXX
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[Profilo aggraffatura rinforzata

Reinforced clutch profile

- DMCX / DMCXX
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Applicazione / Application: 8
Tubo pieghevole in AISI 304 (DMCX) e in AISI 316L (DMCXX). Molto indicato ove sia richiesta una forte resistenza meccanica, ha una buona flessibilita e ottima '(*:B
resistenza alla trazione, alla torsione e alla compressione c
Flexible conduit with an internal metal clutch manufactured from AlSI 304 (DMCX ) e AlSI 316L (DMCXX). It is particulary suited where is required an high mechanical resistance %
and an excellent resistance to traction, to torsion and to compression O

Costruzione / Construction:

Tubo pieghevole in ACCIAIO INOX ad aggraffatura rinforzata e ricoperto in PVC grigio di grosso spessore liscio e ben ancorato all’anima metallica
sottoposto al periodico controllo del marchio di qualita IMQ / Flexible STAINLESS STEEL conduit, renforced clutched, with smooth PVC externally cover. Certified and
periodic inspected by the IMQ (Italian Mark of Quality)

Caratteristiche / Characteristics:

Buona resistenza agli olii, all’invecchiamento, alla salsedine marina e agli acidi generalmente usati nelle industrie @ @
Good resistance to aging, sea salt, to a wide range of oils and to a lot of acids used in industries

Autoestinguenza / Self-extinguishing:

Non propagante la fiamma secondo le NORME CEI EN 61386 / Self-extinguishing according to norms CEl EN 61386

NORME / NORMS: CEI EN 61386 Certificate equivalent standard: Meets with the requirements of BS EN 61386 -2 -3 and BS 731 Part 1

Resistenza alla compressione / Resistance to compression Classificatolin accordo MOLTO LEGGERO/VERY LIGHT - 1250N
Resistenza all’urto / Resistance to crash alle CEI EN 61386 LEGGERO/LIGHT - 6J
Temperatura min. di utilizzo e di installazione / Lowest use temperature for settings  Classified according to -15°

Temperatura max di utilizzo e di installazione / Highest use temperature for settings CEI EN 61386
Tubo flessibil N i i
Codice F’:el),(‘i)bleeggn%u% gﬂrgvg't‘:"‘,‘; L:ln';g::::a Mi;gi?l,ﬁ arl(l‘;ftlrs:‘zea)z:e allar::)sp:s;g:saione Temp. di esercizio  Protezione
ot gint. Qest  Bendingradius Reel fength  +- 4% Hestgtcagg: to Féz%s’f?:st;%? Temperature range IP Rating
mm mm mm mt gr/mt CEI EN 61386 CEI EN 61386
(" DMCX210 100 155 50 30 187 >1000 N >1250 N
DMCX 212 12,0 18,0 60 30 224 >1000 N >1250 N .
2 DMCX216 155 21,5 70 30 264 >1000 N >1250 N +80°C
2 DMCX221 205 270 90 30 411 >1000 N >1250 N K P67
% DMCX 227 26,5 33,0 120 30 567 >1000 N >1250 N
= DMCX235 345 43,0 150 30 905 >1000 N >1250 N
DMCX 240 39,5 48,0 200 25 1070 >1000 N >1250 N
\_ DMCX250 505 60,0 250 25 1545 >1000 N >1250 N
( DMCXX210 10,0 15,5 50 30 187 >1000 N >1250 N
2 DMCXX 212 12,0 18,0 60 30 224 >1000 N >1250 N
& DMCXX216 15,5 21,5 70 30 264 >1000 N >1250 N +80°C
g DMCXX 221 20,5 27,0 90 30 411 >1000 N >1250 N IP67
o3 DMCXX 227 26,5 33,0 120 30 567 >1000 N >1250 N G K
S DMCXX235 345 43,0 150 30 905 >1000 N >1250 N
S DMCXX 240 39,5 48,0 200 25 1070 >1000 N >1250 N
\__ DMCXX 250 50,5 60,0 250 25 1545 >1000 N >1250 N

Si usano raccordi serie AM con anello speciale AB (vedi pagina 75) / For use with standard fi ttings AM with special ring AB (see page 75)
Consegna in 20 giorni lavorativi con quantitativo minimo / Delivery in 20 working days with minimum quantities
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