Tubi per protezione cavi elettrici/ Conduits for electrical cable protection
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Guaina tipo DMC-EVA
Conduit type DMC- EVA
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Grigio RAL 7035
Grey RAL 7035

Profilo aggraffatura rinforzata
Reinforced clutched
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Applicazione / Application:

Tubo pieghevole in acciaio zincato ad aggraffatura rinforzata e ricoperto in EVA materiale termoplastico grigio ritardante la famma di grosso spessore e ben ancorato
sull’anima metallica. Materiale termoplastico a bassa emissione di fumi tossici privo di alogeni. Molto indicato ove sia richiesta una forte resistenza meccanica, e
un’ottima resistenza alla trazione, alla torsione e alla compressione

Pliable conduit with an internal metal clutch manufacturedfrom galvanized Steel and an external recovering of EVA smooth grey termoplastic recovering, flame retardant. Heavy bore
coating well anchored to the metal conduit. During combustion doesn’t develop halogen substances, reducing at maximum level smoke density and toxicity. It is particulary suited where
is required an high mechanical resistance and an excellent resistance to traction, to torsion and to compression

Costruzione / Construction:

Tubo pieghevole in Acciaio zincato a caldo ad aggraffatura rinforzata e ricoperto in materiale termoplastico ritardante la famma, a bassa emissione di fumi tossici, privo di
alogeni. Rivestimento di grosso spessore ben ancorato sull’anima metallica

Flexible galvanised steel, strong clutched, with smooth Termoplastic material, flame retandant, externally cover. During the combustion it does not release halogen substances or
toxic smokes

Caratteristiche / Characteristics:
Elevata resistenza, all’'invecchiamento, alla salsedine marina e alla maggior parte degli acidi e degli agenti chimici generalmente usati nelle industrie

High resistance to aging, sea salt and to most of the chemicals used in factories. Flexible galvanized steel, strong clutched, with smooth termoplastic recovering, flame retandant
externally cover

Autoestinguenza / Self-extinguishing:
Non propagante la fiamma secondo le norme CEI EN 61386

Self-extinguishing according to norms CEl EN 61386
NORME / NORMS: CEI EN 61386 Certificate equivalent standard: Meets with the requirements of BS EN 61386 -2 -3 and BS 731 Part 1

Resistenza alla compressione / Resistance to compression it D e MOLTO LEGGERO/VERY LIGHT - 1250N
Resistenza all’urto / Resistance to crash alle CEl EN 61386 LEGGERO/LIGHT - 6J
Temperatura min. di utilizzo e di installazione / Lowest use temperature for settings Classified according to -45°

Temperatura max di utilizzo e di installazione / Highest use temperature for settings CEI EN 61386
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Codice . Inside beng ~Matassa W‘_”gf,’ ! Resistance to Resistance to Temperature range IP Rating
Code g int. 0 est. radius Reel length  +/=4% 42 ction compression
mm mm mm mt gr/mt  CEIEN 61386 CEI EN 61386
DMC 210 EVA 10,0 15,5 50 30 187 >1000 N >1250 N
DMC 212 EVA 12,0 18,0 60 30 224 >1000 N >1250 N
DMC 216 EVA 15,5 21,5 70 30 264 >1000 N >1250 N
DMC 221 EVA 20,5 27,0 90 30 411 >1000 N >1250 N IP67
DMC 227 EVA 26,5 33,0 120 30 567 >1000 N >1250 N '
DMC 235 EVA 34,5 43,0 150 30 905 >1000 N >1250 N
DMC 240 EVA 39,5 48,0 200 25 1070 >1000 N >1250 N
DMC 250 EVA 50,5 60,0 250 25 1545 >1000 N >1250 N
Si usano raccordi serie AM con anello speciale AB (vedi pagina 75) / For use with standard fi ttings AM with special ring AB (see page 75)
Consegna in 20 giorni lavorativi con quantitativo minimo / Delivery in 20 working days with minimum quantities
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