DTS-LED LINE EASY FIX
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Zone 22
. Tensione . Fascio . ..
Codice Potenza d'ingresso Flusso luminoso lumi Dimensioni Peso
Code Power 9 Luminous flux (IEES Case size XYZ Weight
Input voltage Beam
DTS-LED LINE EASY FIX 300 3470140300 7W 665 Im @60 x71x370 5309
DTS-LED LINE EASY FIX 600 3470140600 16W 24VDC 1498 Im 120° @60 x71x710 10209
DTS-LED LINE EASY FIX 800 3470140800 20W 1997 Im ?60x71x910 12209
Grado di protezione / Protection level P69 Curve fotometriche / Photometric data: mod. 800
Efficienza luminosa / Luminous efficency 100 Im/W
Tempgratura operativa <60°C
Operating temperature
Temperatura operativa 20,445 °C
Working temperature
Durata /Lifespan 50000 h
cCT 5500-6000 K
CRI >80%
PF >0.9
Modalita di montaggio Fissaggio con viti
Mounting method Fixed by screws
Lunghezza cavo / Cable length 2m
mod. 800 Altezza Area LUX ol
Height max. / med. 59
1m 3x3m 542 152 544 \
X 2m  ex6m 135 38 ai \
Z
— 3m 9%x9 m 60 17 \\
136
—_— 4m 12x12m 34 9 / \
S0 -120 -60 0 60 120 180
———(0-C180  ==eeC90-C270
5m 15x15m 22 6
Dimensioni / Dimensions
L1 L2
370 369+3
510 469+3
710 669+3
910 869+3
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