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Golight 2020

Golight Stryker 3051On request white colour. 
Wireless remote control. 
Weatherproof for land and sea applications.

Wired remote control. 
Cable with connector L=500 mm. 
UV ray and saltwater resistant.

Input voltage 12 VDC

Luminous intensity 400.000 cd

Power consumption 65 W

Avarage Amp. draw 5.5 A

Mounting Fixed  /  suction cup  

Rotation 370° x 135° vertical

Dimensions 165 x 178 x 178 mm 

Input voltage 12 VDC

Luminous intensity 500.000 cd

Power consumption 65 W

Avarage Amp. draw 5.5 A

Mounting fixed 

Rotation 370° x 135° vertical

Dimensions 170 x 182 x 206 mm 
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DTS-LED POINT 6

DTS-LED POINT 12

DTS-LED POINT 18

DTS-LED Point

30°

LED work lights for fixed 
mounting on vehicles.
White light (6500K), luminous beam 60°.
High efficency optics (93%).
LED powered singularly: one single failure doesn’t 
compromise the functionality of the light body.
Protection: IP67.

Models Power cons. Input voltage Luminous flux Dimensions

DTS-LED POINT 6 18 W

9÷32 VDC

1260 lm 96 x 79 x 64 mm

DTS-LED POINT 12 36 W 2520 lm 164 x 79 x 64 mm

DTS-LED POINT 18 54 W 3780 lm 232 x 79 x 64 mm


